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Quick Start Guide 

This Quick Start Guide provides a brief overview for fi rst use of the 788T/788T-SSD. For detailed operating 
instructions refer to the 788T/788T-SSD User Guide and Technical Information. 

1) Connect Power. 
Connect the supplied AC-to-DC power supply to the DC connector on the Right 
Panel.

2) Attach the supplied Li-ion rechargeable battery to the recorder. 
Be certain to line up the battery contacts with the battery compartment mounting 
pins. Rotate the battery lock to secure the battery in place.

788T Rear Panel
Included L-Mount Battery 

The included battery must be charged for six hours prior to initial use. 
The 788T will charge the L-Mount battery when DC is connected. 

3) Connect analog microphone or line sources. 
Please refer to the 788T/788T-SSD User Guide and Technical Information for con-
nections with digital audio sources.

788T Left Panel

4)  Connect headphones 
Connect to either the 1/4-inch or 1/8-inch headphone output on the Right Panel.

788T Right Panel
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5) Press and hold the PWR key for one second to power on.
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6) INPUTS MUST BE ACTIVE TO BE RECORDED. 
Press in to release recessed Input Gain Controls. Rotate the knob clockwise past the 
detent to turn on the input. 

In the full counter-clockwise position, the input is not active and is not available for use.

7) Access the Input Settings Window 
To access, momentarily move the Input Selector Switch in the direction of the Input. 
This action also sends the input signal to the headphone monitor. 
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Left for odd inputs 

Right for even inputs

MENU

HDD

Input Setting Options:

Source (mic/line/digital)

Phantom (on/off)

High-Pass Filter (on/off)

Limiter (on/off)

Input-to-Track Routing

Mute (none / mute)

Polarity (normal / reverse)
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Press adjacent key to change the parameter.  
8) The Input Settings Window is where changes are made to input parameters. 

For example, press the TONE key to toggle Phantom Power (Choose 48V for mi-
crophones). Turn the Multi-Function Rotary Switch to adjust the High-Pass Filter 
Frequency. 

MENU

HDD

Turn the Multi-Function Rotary Switch

9)  INPUTS MUST BE ROUTED TO TRACKS FOR RECORDING. 
From the Input Settings Window, press the PLAY key to enter Input-to-Track Rout-
ing. Inputs can be assigned to any Track. The Rewind and Fast-Forward keys route 
inputs to Track L and R, respectively. Turn the Multi-Function Rotary Switch to 
move among Tracks A - X2. Push in on the rotary switch to route the input to the 
track. Refer to the 788T User Guide for details on pre- and post-fade routing. Press 
PLAY again to return to the Input Settings Window. 

MENU

HDD

MENU
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Press PLAY to enter 
Input-to-Track routing. 
Press again to exit.

Press REW to route to 
Track L, Press FF to 
route to Track R. Use the 
Multi-Function Rotary 
Switch to route to Tracks 
A - X2.

10)  Return to the Main Display.
Momentarily move the Input Selector Switch again. 

11) Press the MENU key to enter the Setup Menu. 
The Setup Menu allows you to confi gure various options, including Sampling Rate, 
Bit Depth, Time Code, etc. Navigate through the Setup Menu by turning the Multi-
Function Rotary Encoder. Refer to the 788T/788T-SSD User Guide for Setup Menu 
details. 




